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Radios

Li(eDJIEN  TX3220 TX3420/ TX4400 T . TX835 GX300
TX3440

RF Output (Watt)

Hi/Lo RF Output

UHF Channels

Scan Mode

05 & GS Scan Mode |
Selectable Priority Channel
Selectable Duplex Channel

Selcall

CTCSS

Auto Number ID (ANI)

Alpha Labelling (Selcall)
Quiet Mode

Digital Signal Strength Meter .

Graphic Signal Strength Meter

Advanced Power Saving Mode
Backlit LCD
Rotary Channel Selector

Front Mounted Speaker

Remote & Reversible Mounting |
Die-Cast Chassis

Slide-in Mounting Cradle |

Programmable Extra Receive
Channels

Number of User Receivable Channels |

External Speaker Socket |
VOX

Keypad Lock

Monitor Switch

Battery Capacity (mAh)

Push Button Channel Selection i

Instant Channel 8

Ratary Volume Control
Adjustable Squelch Control

Electret Microphone

P 29x128 29x128 52 [ ' 8x62 90 145X62| 52x171  65x164
(H x W x D mm) |SEEEFE - X958 e ) A [ ; X %173 X 55*

WARRANTY PERIOD (yrs) [ B2 : SR 1 1

Specifications are subject to change * From 465 to 485 MHz. T From 403 to 520 MHz.  * Measured without Antenna. = Bady measurement only.
without notice or obligation.
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